
 

 HI12922 الکترود پی اچ بلوتوثی خاک مدل

1. HALO first اولین الکترود pH حرفه ای در جهان با فناوری Bluetooth® Smart 

(Bluetooth® 4.0) است. 

2. HI12922  با انعطاف پذیری بالا و سهولت در استفاده میتوانیم در هر مکانی استفاده کنیم. 

3. HI12922  شامل یک سنسور دمای داخلی و پرای پی اچ شیشه ای می باشد .  

 .متصل می شود HALO به Bluetooth® 4.0 از طریقHI12922 الکترود  .4

5. HI12922 دارای GLP  کامل است که تاریخ و زمان کالیبراسیون فعلی را بهمراه جابجایی

 .دهد  می نمایشپراب و شیب متوسط 

 .و دما را در هر ثانیه به روز می کند pH این دستگاه  .6

 .همچنین داده ها هر ساعت به صورت خودکار ذخیره می شوند .7

 HI12922 مشخصات فنی الکترود پی اچ بلوتوثی خاک مدل

Reference   Double, Ag/AgCl 

Junction   Ceramic, triple 

Electrolyte   3.5M KCl 

Range   pH: 0 to 12 

Tip Shape   Conic (12 x 12mm) 

Body length/overall 

length 
  120mm/195mm 

Recommended operating 

temperature 
  -5 to 70°C 

Environment   
0.0 to 50.0°C (32.0 to 122.0°F electronic 

module is not waterproof 

Temperature Sensor   Integrated 

Body Material   Glass 



 

Connection   
Bluetooth Smart (Bluetooth 4.0), 10m (33 

feet) range 

Battery type/life   
CR2032 3V lithium ion/ approximately 500 

hours 

Applications   
Agriculture, direct soil pH measurement, 

hydroponics 

Hanna Lab App 

Specifications 
    

 Range   
-2.000 to 16.000 pH; ±800mV; -20.0 to 

120.0°C 

 Accuracy (@25°C)   ±0.005 pH; ±0.3 mV; ±0.5°C 

 Calibration Points   

up to five-point calibration with seven 

standard buffers (1.68, 4.01, 6.86, 7.01, 

9.18, 10.01, 12.45 pH) 

 Temperature 

Compensation 
  automatic from -5.0 to 100.0°C 

 Compatibility/System 

Requirements 
  

Hanna Lab App works with iPad 3rd 

generation or newer (including iPad mini) 

with Bluetooth® 4.0 technology and iOS 

7.1 or newer 

  

  

 


